J4 AccessDor | Metal Faced Access Panels

Product Datasheet

Description

AccessDor® Metal Faced Access Panels are suitable for wall and ceiling applications and come with a
variety of locking mechanism options to meet your security requirements.

An access door is a great addition to any room, hide the appearance of ceiling access panels or
service cupboards by specifying AccessDor in your next project.

Information

Beaded Frame

Metal Faced Door
Panel is Powder Coated RAL 9010 30% Gloss

Other colours available upon request

- Non fire-rated, non acoustic rated, not smoke tested, not air pressure tested
Zintec Steel with a 1/32” thick door and a 1/32” thick frame.
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Product Details Specifications
Locking Mechanism AccessDor® Metal Faced Access Panels are available in three sizes of square
profiles:

The Metal Door Range is is paired with a new patented Flush Lock system.

The lock brings a subtle finish whilst eliminating the possibility of losing a bung.

Panel Frame Part No. Size

The Metal Door Range is manufactured with a Beaded Frame. This produces AD-12125FFL 12x12

a seamless and hidden finish in a cost-effective manner.

AD-1818SFFL 18 x 18
Complete with a purpose-built fitting device, the panel is secured against the
drywall for 9-32mm thicknesses 5x quicker than a standard panel installation. AD-2424SFFL 24 x 24

Information contained within this document supersedes all previous versions and is subject to change without notice.
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