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Step 1 Step 2

Identify the desired width and height of the door. Prepare door for concealed carriers.

H
EI

G
H

T

WIDTH

1 3/4” (44.5mm)

SLIDESET CONCEALED CARRIER
 AND FLOOR GUIDE DRILLING 
SPECS CAN BE FOUND IN ASSEMBLY 
INSTRUCTIONS SSC80KGCC

Step 5 Step 6

Insert assembly into rough opening. Level, plum, shim, fasten. Insert floor guide.

FLOOR GUIDE

Step 3 Step 4

Prepare rough opening. Fasten Track to Split Stud Wall Assembly.
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(DOOR WIDTH x 2) +1/4”
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Step 11 Step 12

Install Reveal. Tape and mud. Prime and paint.

REVEAL

TAPE CORNERS

MUD OVER 
PERFORATED 
FLANGE

CLOSER CAP

Step 7 Step 8

A.   Insert rear stop and slide to rear.
B.   Insert rear carrier and slide to middle.
C.   Insert front carrier. 

A.  Hang door and slide into pocket.
B.   Insert front stop and slide to the rear a few inches.
C.  Place filler track in gap and fix to the assembly.
D.  Adjust and secure stops.

INSERT 
HARDWARE 

HERE

Step 9 Step 10

Hang drywall. Install Closer Cap.

CLOSER CAP


