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Dimensions Cutout & Positioning

Installation

Fix the door leaf to the jamb and insert the 
hinges into the milling. Fix the hinges with 
the specific screws.

Set the hinges in the relative door leaf millings 
and fix them with the relative screws.
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Tested on doors: Thickness min. 31.75mm / 1.25”

The application of the Concealed Hinges combined with other devices
(door closers, bumpers, anti-panic handles) has to be tested by the client.
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Hp = door-leaf height
Sp = door thickness
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Complete all necessary adjustments 
for the hinge to sit tightly as per 
‘Hinge Adjustment’ on page 2.

Apply the frontal coverings and
remove the covering film (only
applies to the Satin Chrome finish).

1. 2. 3.

RYST60
RYST60F

20 minutes
90 minutes, UL Certified

96
m

m
 /

 3
.7

8”

11
0m

m
 /

 4
.3

3”

24mm / 
0.95”

96
m

m
 /

 3
.7

8”
84

m
m

 /
 3

.3
1”

11
0m

m
 /

 4
.3

3”
96

m
m

 /
 3

.7
8”

84
m

m
 /

 3
.3

1”

4mm  
/0.16”

24mm
/ 0.95”

+ 1mm  / 0.04”

+ 1.5mm
/ 0.06”

29mm 
/ 1.14”

4.5mm 
/ 0.18”



For Sales and Technical Enquiries, please visit EZ Concept USA   |   1 888 399 5262   |   sales@ezconcept.com 

Information contained within this document supersedes all previous versions and is subject to change without notice.

www.ezconcept.com

R
oc

Yo
rk

 R
Y

ST
60

/R
Y

ST
60

F 
In

st
al

la
ti

on
 G

ui
de

 E
Z

_U
S_

0
22

6

R
oc

Yo
rk

 R
Y

ST
60

/R
Y

ST
60

F 
In

st
al

la
ti

on
 G

ui
de

 E
Z

_U
S_

0
22

6

Installation Guide
  |  RYST60/RYST60F Concealed Hinges

Hinge Adjustment

Z

X
Y

Height (Z-axis) Depth (X-axis) Width (Y-axis)

Two hinge installation | 59.87kg / 132lbs capacity

°09 gninepO°0 gninepO

Opening 180°

Jambs

Jambs

Jambs

Door

Door

Door

Application with 2 hinges Application with 3 hinges

*Recommended for doors: thickness mn. 40 mm
height max 2400 mm - width max 1000 mm.
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Three hinge installation | 74.84kg / 165lbs capacity

Weight Capacity Stud Opening Detail

Prepare a 1” thick packer fixed to the 
hinge side of jamb stud. Clearance 
cutouts to be made at hinge 
locations.
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Opening 180°

Jambs

Jambs

Jambs

Door

Door

Door

Application with 2 hinges Application with 3 hinges

*Recommended for doors: thickness mn. 40 mm
height max 2400 mm - width max 1000 mm.
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Plan View
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