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Description

Features

AluBase® is a modern baseboard crafted for contemporary interior design.
The minimalist finish is equipped to suit modern home finishes and commercial office environments.
The shadowline details draws a defined 3/8” x 3/8” perimeter around the interior space.

Composed from strong aluminum resistant to the wear-and-tear to which baseboards is typically exposed. 
Anodised surface requires no further treatment prior to installation, can be left as an accent feature or is 
ready-to-paint.

Additional joiner pieces make the connection of both straight and corner sections simple. The visual finish is 
curated with EzyJamb® door frames in mind as two distinct options are available to stop-off the baseboards 
where they meet an architectural opening.

-    Manufactured from high-grade aluminum

-    Works with 1/2” and 5/8” drywall

-    Concealed fixing system for indistinguishable connection with drywall

-    Supplied in natural anodised finish ready for paint

-    Seamless joins made easy with optional straight and corner joiners

-    Resistant to wear and tear and eliminates risk of cracking common in wood alternatives

Part No. Description

SK-SLS1290-12

SK-SLSJOI

SK-SLSCNR

 AluBase Shadowline Skirting 12’ Long

AluBase Shadowline Straight Joiner

 AluBase Shadowline Corner Joiner

Length

12’

N/A

N/A

Ordering Information

Joining Installation

Straight Joiner Corner Joiner Screw-In Ready-to-Finish

Product Datasheet
  |  Anodized Aluminum Shadowline Baseboards

Sold per individual item.i
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Installation  |  Typical AluBase Assembly

Leave 4-1/8” gap between bottom of 
drywall and floor level.

A Using an offcut of drywall used on the walls, 
cut a 1-3/4” strip of the length of the baseboard 
& adhere drywall to rear of the baseboard with 
construction adhesive.

B Fix baseboard to wall using drywall screws 
through the perforation into baseboard. Ensure 
screws penetrate into the wall studs.

C

4-1/8”

Installation Instructions
  |  Anodized Aluminum Shadowline Baseboards

Before you Build  |  AluBase Preparation

Check that all listed parts 
are included prior to 

beginning installation.

AluBase Shadowline
Cutaway View

Straight Connector

Corner Connector

Shadowline Baseboard

Drywall Sheet

Fixing Screw

1”

3/8”

3 1/2” 

Floor Plate

AluBase Shadowline Baseboard

Drywall Offcut

Joiner Location

Wood Stud
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Installation Instructions
  |  Anodized Aluminum Shadowline Baseboards

Internal Corner  |  Connector Installation

Straight  |  Connector Installation

External Corner  |  Connector Installation

Cut 2 baseboard sections at an internal 45° 
angle. Insert long edge of corner joiner into 
first baseboard section. 

3A

Attach first baseboard section below drywall 
on wall.

1A

Cut 2 baseboard sections at an external 45° 
angle. Attach first section of skirting board to 
wall corner & screw in.

2A

Attach first section of baseboard to wall 
corner & screw in.

3B

Insert straight joiner into the baseboard 
section.

1B

Insert long edge of corner joiner into first 
baseboard section. 

2B

Slide second baseboard section into corner 
joiner & screw into wall. 

3C

Slide second basebord section into straight 
joiner & screw into wall. 

1C

Slide second baseboard section into corner 
joiner & screw into wall. 

2C


