T4 EzyPelmet | Recessed Window Pelmets
Installation Instructions

Installation Methods
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Custom Sizing

Custom size pelmets are available,
please specify sizes when ordering.
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Fixing Detail

Load Bearing Fixing Detail
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STUDCO BA508
UTILITY ANGLE

STUDCO CONCEALED

CEILING SYSTEM EZYPELMET

WALL TRACK

DRYWALL

ALUMINUM WINDOW
SYSTEM BY OTHERS

EZYPELMET
FIX EZYPELMET TO CEI
ING STRUCTURE WITH 1#
8G SELF-DRILL SCREW AT,
MAX. 600 CTRS

FIX EZYPELMET WALL-
TRACK TO WINDOW
SYSTEM WITH 1#8G SELF-
DRILL SCREW AT MAX.
600 CTRS

FIX M534 SPRING HANGER TO
ANGLE WITH 2# 8G SELF DRILL
SCREWS WITHIN 50mm OF
LOAD FIXING

FIX LOAD TO ANGLE
WITH MINIMUM 2# 8G
SELF DRILL SCREWS

FIX BA508 ANGLE TO EZYPEL-
MET WITH 1# 8G SELF DRILL
SCREW AT MAX. 300 CTRS

Information contained within this document supersedes all previous versions and is subject to change without notice.
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FIX EZYPELMET TO CEIL-
ING STRUCTURE WITH

FIX EZYPELMET WALL-
1#8G SELF-DRILL SCREW TRACK TO WINDOW
AT MAX. 600 CTRS SYSTEM WITH 1#8G SELF-
DRILL SCREW AT MAX.
600 CTRS
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