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  |  Window Reveals

Description

Dynamic Characteristics

Further Assistance

Features

EzyReveal™ is metal section designed for quick and easy finishing of reveals 
from 13/16” to 10-1/2”, in commercial, industrial, and residential applications.

Rapid finishing of window 
reveals & wall ends.

Rolled from quality 
.029 galvaneal steel.

Tired of PVC reveals
twisting, warping and
cracking: EzyReveal is
the only solution.

Specially formulated
surface finish for
seamless connection
with drywall.

All sizes are stocked in 10” lengths. Custom sizes are available on request 

(Lead times may apply). 

Use normal acrylic
undercoat paint with
EzyReveal – no additional
preparation needed.

“a”

perforated
edge

Reveal leg can
be glued down or
slid under glazing
channel.

For ultimate finished appeal, EzyReveal is manufactured from cold roll formed 
.029 galvanneal steel. The protective coating of the steel provides ample defence 
against normal corrosive conditions. EzyReveal is a rigid section and will maintain 
it’s straightness during fixing.

CAD files of EzyReveal are available on request.

Contact the EZ Concept team for assistance with specifications, product 
selection, and quoting enquiries.  
 
T: 1888 399 5262 or email sales@ezconcept.com.

-    Faster than traditional reveal finishing methods.

-    Provides a strong and secure reveal, eliminating warping twisting,  
     cracking and damage from UV rays.

-    Less labor required for installation and finishing of reveals.

-    Manufactured to suit most popular window reveal configurations.

-    Visually enhances the room space by providing clean, definite 
     and straight lines.

-    Custom Sizes of EzyReveal manufactured to your project requirements.

-    Offers better value and economy in terms of both product  
     cost and total installed cost.

Installation Notes

The installer shall site measure and advise  
specific lengths required (standard  
lengths - 10’0”).

Install according to manufacturer’s guide. It is the 
responsibility of the installer to ensure that the 
substrate is firm, square and plumb. 

1.   Cut angle to require length.
2.  Adhesive fix reveal angle to substrate.
3.  Option (a) Screw flush to window framing, 	       
     through perforated edge.
     Option (b)* Slot reveal face of angle behind  
     window frame.
4. Trowel perforated edge flush to wall surfaces.
5. Paint as required.
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  |  Window Reveals

Part No.

RA20-1316100

RA25-1100

RA35-138100

RA45-134100

RA50-2100

RA60-238100

RA65-2916100

RA80-318100

RA90-3916100

RA100-4100

RA110-438100

RA120-434100

RA138-512100

RA150-6100

‘a’ Section Width 

13/16”

1”

1-3/8”

1-3/4”

2”

2-3/8”

2-9/16”

3-1/8”

3-9/16”

4”

4-3/8”

4-3/4”

5-7/16”

6”

Ordering Information

Length

10’0”

10’0”

10’0”

10’0”

10’0”

10’0”

10’0”

10’0”

10’0”

10’0”

10’0”

10’0”

10’0”

10’0”


