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Remove trims from internal cased openings for an uninterrupted 
transition between rooms where a door is not required. Provides the 
required strength for stability and durability in high traffic areas. 

CASED OPENING FRAME

Material

Min / Max Height

Min / Max Width

Wall Throat

Fire Rating

18ga Galvanneal

20" / 10'0"

10" / 10'0"

3-3/4" - 15" 

Non-fire rated

(in 1/8" increments)

Product Details

-  Galvanneal finish ready to be primed and painted with the rest of the wall or available 

with powder coating.

- Fixing Tab and Slot system for seamless connection.

Cased Opening Features

Cased Openings
Trimless Framed Doorways

i Requires additional prep work after purchase
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Specification Details

FINISHED
FLOOR 
LEVEL

FRAME  
HEIGHT  
+ 3/4” 
for rough 
opening

STUD OPENING

FRAME WIDTH + 1”
FOR ROUGH OPENING

Rough Openings

Expedited Orders
- For urgent orders, manufacturing processes can be expedited on request. 
- Expedition of EzyJamb, Cased Openings, CavKit and SlideSet orders is not always possible and is subject to operational requirements. Always confirm exact lead time with 

EZ Concept prior to placing order. 

i Double studs may be required in custom applications. Contact the EZ Concept team for more information.


